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CONTROLLABLY EXTENDIBLE
RESTRAINT INTERCONNECTIONS

CROSS-REFERENCE TO RELATED
APPLICATIONS

Not Applicable
FEDERALLY SPONSORED RESEARCH
Not Applicable
SEQUENCE LISTING OR PROGRAM

Not Applicable

BACKGROUND—FIELD OF THE INVENTION

This invention relates to human restraints such as are used
by law enforcement officials, and more specifically, to
improved devices for controllably, extendibly interconnect-
ing one or more such restraints to each other or to a fixed
object.

BACKGROUND—DESCRIPTION OF PRIOR
ART

To facilitate this description and the specification to
follow, the terms “police officer,” “officer,” and the like, will
often be used as general terms for all law enforcement
officials as lawful detainers. Similarly, the terms “arrestee,”
“prisoner,” and “subject” will often be used as general terms
for all detainees, whether prisoners or people otherwise
lawtully restrained. And similarly, gender specific terms
such as “he,” or “him,” are intended to be understood as
implying both male and female gender possibilities as
detainers or detainees.

Detainment by material means has been known through-
out recorded human history as is well documented in the
Bible and other ancient documents. Handcuffs and leg
restraints of one form or another, as well as other forms of
material restraints, have been in use since antiquity. Gener-
ally defined, wrist, leg or other appendage restraints consist
of some form of interconnecting linkage between one or
more restraint members, or between one or more restraint
members and a pre-positioned anchor. Restraint members
are typically made of metal, leather, fabric or plastic rings or
ring portions that can be encircled and locked about one or
more wrists, ankles, or other appendages, or the mid-section,
to restrain a detainee, or to fasten him or her to another
person or to a pre-positioned object.

The act of detaining an unruly subject by wrist capture
and restraint is often a risky affair. Soldiers, police and
security personnel, among other officers, often encounter
situations where the application of conventional forms of
wrist cuffs, i.e., handcuffs, to a subject is made difficult by
the refusal of the subject to allow his arms to be brought
together behind his back so that the handcuffs may be
properly applied to his wrists. Adding to this problem is the
fact that conventional restraining devices typically utilize
interconnecting linkage methods that place their respective,
individual restraint members in close proximity to one
another, usually a few inches apart. Often it requires several
officers to gain sufficient control over a resisting subject in
order to compel his arms into close proximity so that the
handcuffs may be attached to his wrists. It would be more
advantageous to have a single device that would allow one
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wrist to be captured by a first restraint, and then briefly allow
a second restraint to be moved outward across the required
distance to capture the subject’s second wrist, and then
controllably bring the two restraints together until the device
closed to a conventional length.

Officers also often encounter situations where the appli-
cation of conventional forms of handcuffs or other restraints
to an arrestee is complicated by the inability of larger
subjects to bring their wrists fully together behind their back.
In these situations, an officer might choose to bridge the
increased distance between a larger-sized subject’s wrists by
connecting one handcuff from a first set of handcuffs to a
handcuff from a second set, and then place the two remain-
ing, unconnected cuffs about the prisoner’s wrists. It would
be more advantageous to have a single device with restraints
that could be controllably distance-locked to properly reach
between a larger subject’s wrists, especially when the larger
subject is to be handcuffed from behind.

Additionally, once an unruly subject is arrested, it is often
difficult for an officer to control the distance which the
subject may travel within the processing room during the
arrest procedure. Because of the limited reach of conven-
tional handcuff interconnections, the attachment of one
conventional handcuff to a pre-positioned wall anchor (such
as a wall-mounted eyehook) may prevent the completion of
the arrest processing. It would be more advantageous to have
a restraint device that would allow a prisoner to be tethered
at a reasonable length from a pre-positioned wall anchor.

The majority of prior art references which consider
police-employed restraints do so either: a. with a view
toward making improvements on the restraints themselves,
e.g., different forms of handcuffs or other encircling devices;
or, b. with a view toward making improvements on the
manner in which the encircling devices are closely con-
nected at fixed distances, e.g., by lengths of chain, hinges,
pivots, straps, or other generally fixed interconnections.
Very few patent or other prior art references located deal
directly with controllably altering the interconnectional dis-
tance between restraints or between one or more restraints
and a fixed object. Of those few prior art patents which deal
with extendible interconnections between restraints, the
most relevant are listed below.

U.S. Pat. No. 1,534,936 issued to E. E. Fischbach on Apr.
21, 1925, entitled “Confining and Restraining Device,”
discloses the use of separate, yet joinable and lockable, strap
devices for the quick restraint of an individual. Finger rings
at the ends of a strap accommodate a single finger on the
detainer’s hands thereby allowing the detainer to grasp, with
the remaining fingers, the lockable joining means near the
finger rings. The detainer is then required to toss the strap
over and around the detainee and quickly bring together the
joining means. After the strap is joined and locked, the
detainer pulls outwardly on the finger rings to further tighten
the strap. The detainer must then release his hands from the
finger rings or risk being pulled along with arrestee. There
is no indication in the reference for using the device to
interconnect separated restraints such as handcuffs, nor
would it be reasonable to do so with the device. The device
has only one continuous cinching strap restraint which is
utilized by being looped and cinched around whatever is to
be bound within the loop.

U.S. Pat. No. 4,024,736 issued to W. P. DeMichieli on
May 24, 1977, entitled “Prisoner Restrainer,” discloses a
strap rewind reel connected between two ankle cuffs that
allows a detainee to walk with a predetermined stride while
cuffed. The reel unwinds the strap as the detainee’s legs are
spread apart, and winds-in the strap as the legs are brought
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together. A centrifugally-actuated ratchet lock inside the
wheel activates if the strap unwinds at an excessive rate,
thereby preventing the detainee from assuming a running
stride. The reeled strap is not intended to be used to capture
an arrestee, but is only utilized as a custodial form of
security device to deter a prisoner from attempting a running
escape by binding his ankles at the distance set when the
ratchet stops the strap. There is no indication in the reference
that the device should or could utilize a manually-activated,
recoiling-ratchet mechanism for the purpose of assisting the
closing of two restraints together. Moreover, the presence of
the retractor speed limiter is contrary to the teachings of the
present invention.

U.S. Pat. No. 6,026,661 issued to C. Spiropoulos on Feb.
22, 2000, entitled “Restraining Device and Method of
Using,” discloses a pair of handcuff members, each con-
nected to separate elongated cable sections. The cable sec-
tions are attached at their other ends to a rotatable spool that
is housed within a manually rotated box-ratchet assembly. A
release mechanism enables a user to lengthen the distance
between the handcuffs and the housing assembly, thereby
lengthening the distance between the separate handcuffs in
preparation for their application. The cables are then reeled
onto the spool member with a ratcheting motion, thereby
joining the handcuffs. The reference does not take into
account that without at least a second assisting officer,
control over a resisting subject is lost once the initial officer
begins using both hands to operate the ratchet and reel
mechanism. Additionally, during the reeling process the
arrestee would be clearly able to manipulate the overly long
cables suggested and use them as a means to ensnare and
possible choke or otherwise harm the arresting officer. There
is also no indication in this reference that the device should
or could utilize a manually-activated recoiling-ratchet
mechanism for the purpose of assisting the closing of two
restraints together. Moreover, the presence of a manually
wound reeling device is contrary to the teachings of the
present invention.

SUMMARY

The apparatus of the present invention typically com-
prises a pair of opposing restraint members wherein a first
restraint member is attached to a first end of a thin, flexible,
high tensile belt, cord or cable tether, whose second end is
attached to a controllably-ratcheted, winding-rewinding
spool within a suitable housing. A second restraint member
is attached to an opposite end of the housing. The housing
may have respective arms which further include a pivotable
connection.

When actuated by a user, a controllable ratchet-pawl
release mechanism permits the tether to be withdrawn
against the tension of the rewinding mechanism. When the
ratchet-pawl release mechanism ceases to be actuated, the
tether can no longer be extracted and can only be ratcheted
back onto the spool while being retracted by the rewinding
mechanism, thus bringing the attached opposing restraint
members toward a closed connection.

Objects and Advantages

It is an object of the present invention to provide a
restraint device that has a controllably extendible intercon-
nection between restraints to enable law enforcement offi-
cials to more efficiently control and handcuff a resisting
arrestee. It is a further object of the present invention to
provide a restraint device for resisting arrestees that will
automatically rewind a controllably extendible tether
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between two restraints, and prevent outreeling by ratcheted
control methods. It is another object of the invention to
provide restraint members that are detachably attachable to
such a restraint device.

It is a still further object of the present invention to
provide a controllably extendible restraining device that may
be applied to a larger-sized subject to safely secure him in
the rear while the restraints are separated by an appropriate
distance.

It is a still further object of the present invention to
provide a controllably extendible restraining device that may
be securely attached to a fixed object such as a pre-posi-
tioned wall anchor.

It is a still further object of the present invention to
provide a controllably extendible restraining device that may
be compactly folded and securely attached to a location
adjacent the law enforcement official’s body for easy stor-
age, access and implementation. It is a still further object of
the present invention to provide a controllably extendible
restraining device that is simple to use and more efficient
than conventional handcuff devices.

As noted above, the three primary advantages of having
controllably extendible restraint interconnections for law
enforcement purposes, as opposed to having only fixed
distance interconnections, briefly, are that having controlla-
bly extendible restraint interconnections allows a law
enforcement official: a. to more efficiently subdue an unco-
operative person being arrested or detained by providing the
officer with a greater reach between a cuffed hand and an
opposite hand to be cuffed; b. to better accommodate larger
persons whose arm positioning prevents a rear closure of
restraints at a conventional length; c. to better controllably
restrict the movement of a person about a pivotal fixed
object (such as a pre-positioned wall anchor) at an adjustable
distance.

There is a clear need for a restraining interconnection
system that is more efficient, practical and safer for all
individuals involved than the conventional restraining inter-
connection systems of the prior art, including those currently
offered in the marketplace. The present invention of con-
trollably extendible restraint interconnections has been spe-
cifically designed to alleviate the difficulties involved in
capturing those individuals who resist arrest, or who by their
larger order size cannot willfully comply with the restraining
process. As well, the present invention of controllably
extendible restraint interconnections has been designed to
better control unpredictable detainees by tethering them at
reasonable distances to fixed points within a processing or
other area.

Other objects and advantages of the invention will
become clear upon review of the following detailed descrip-
tion in conjunction with the appended drawings.

DRAWING FIGURES

FIG. 1 is a frontal, schematic, perspective view of a
preferred controllably extendible restraint interconnection
method of the invention.

FIG. 2 is a frontal schematic perspective view of FIG. 1
illustrating the extraction of a controllably extendible
restraint from its docking channel.

FIG. 3 is a front view of a preferred embodiment of a
controllably extendible restraint interconnection device of
the present invention shown unfolded and rigidly extended.

FIG. 4 is a top view of the interconnection device of FIG.
3 shown rigidly extended.
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FIG. 5 is a front view of the interconnection device of
FIG. 3 showing the left restraint separated from its docking
channel along the line of a belt tether.

FIG. 6 is a top view of the interconnection device of FIG.
3 showing the left restraint separated from its docking
channel along the line of a belt tether.

FIG. 7 is a front, partially cutaway, enlarged scale, cross-
section view taken along line 7—7 of FIG. 4.

FIG. 7A is a front, diagrammatic perspective, stand-alone
view of the ratchet control assembly shown in FIGS. 7 and
8.

FIG. 7B is a right side view of an extended pin handcuff
key.

FIG. 7C is a front view of FIG. 7B.

FIG. 7D is a rear view of FIG. 7B.

FIG. 8 is a top, partially cutaway, enlarged scale, cross-
sectional view taken along line 8—8 of FIG. 7.

FIG. 9 is a partial cutaway, rear view of the interconnec-
tion device of FIG. 3 shown rigidly extended, and detailing
the rear hinge and locking bar assemblies.

FIG. 9A is left side view of the hinge assembly and
locking bar assembly configuration when the device of FIG.
3 is rigidified.

FIG. 9B is a side view of the hinge assembly and locking
bar assembly configuration when the device of FIG. 3 is
folded open.

FIG. 10 is a partially cutaway, bottom view of the
interconnection device of FIG. 3 shown rigidly extended.

FIG. 11 is a top, partially cutaway view of the intercon-
nection device of FIG. 3 shown folded in half with its
opposing restraints substantially parallel.

FIG. 12 is a right side view of a belt-carrying pouch for
the folded device shown in FIG. 11 showing the folded
device within the pouch with its restraints parallel and
upwardly vertically disposed.

FIG. 13 is a rear view of the belt-carrying pouch of FIG.
12 showing the folded device within the pouch with its
restraints upwardly vertically disposed and overlying each
other.

FIG. 14 is a front, transversely-centralized, cross-sec-
tional view of an alternate embodiment of the interconnec-
tion device of the present invention wherein a cable is
utilized as a tethering method.

FIG. 15 is a top cross-sectional view of the alternate
embodiment of FIG. 14 taken along line 15—15 of FIG. 14.

FIG. 16 is a right side view of an alternate embodiment of
the invention wherein the back side of an integral housing is
shown bolt-mounted to a wall.

FIG. 17 is a top view of the alternate embodiment of FIG.
16.

REFERENCE NUMERALS IN DRAWINGS

FIG. 1-2

101=housing

101 A=upper axle hub
102=insertion member
103=docking channel
104A=left restraint heel
104B=right restraint heel
105A=left restraint
105B=right restraint
106=tether spool

106 A=spool axle
107=retractor spring enclosure
108=retractor spring
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109=top ratchet gear

110=bottom ratchet gear

111=ratchet pawl bar

112=pawl spring

113=pawl release bar

113 A=top pawl release bar travel slot
113B=bottom pawl release bar travel slot
114=spring-retaining block

114 A=spring block aperture

115=tether

116 A=counterclockwise block arrow
116B=clockwise block arrow

117 A=left-pointing projection arrow line
117B=right-pointing projection arrow line

FIGS. 3-13

201=left handcuff assembly

201 A=left single strand

201B=left rivet hinge

201C=left double strand

201D=left heel

201E=left keyhole

201F=left push pin lock hole

201G=left upper heel rivet hole

201H=left lower heel rivet hole

2011=left upper handcuff rivet

201J=left lower handcuff rivet

201K=left ratchet tooth set

202=right handcuft assembly

202A=right single strand

202B=right rivet hinge

202C=right double strand

202D=right heel

202E=right keyhole

202F=right push pin lock hole

202G=right upper heel mounting hole

202H=right lower heel mounting hole

202I=right upper handcuff mounting rivet

202J=right lower handcuff mounting rivet

202K=right ratchet tooth set

203=left housing arm

203 A=recessed area for axle top housing

203B=circularly recessed area for retractor spring enclosure
bottom

203C=spool enclosure right outside wall

203D=upper tooth receiving aperture

203E=lower tooth receiving aperture

203F=cutaway section of left arm 203

203G=truncated part of left arm 203

204=right housing arm

204 A=right arm upper right front and rear rivet mounting
hole

204B=lower right rivet front and rear mounting hole

204C=heel receiving aperture

204D=right arm arcurate wall

204E=paw] spring retaining aperture

204F=upper pawl slide hole

204G=lower pawl slide hole

204H=rear mounting block aperture

2041=front mounting block aperture

204J=push bar coil spring aperture

204K=push bar button lower retaining aperture

2041 =double-lock button hole

204M=double-lock push pin hole

204N=upper arcurate wall pawl tooth aperture

2040=lower arcurate wall pawl tooth aperture

205=vertical hinge assembly
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205A=left hinge pin collars (3)
205B=right hinge collars (4)
205C=hinge pin
206=slidable locking bar
206A=left locking bar storage aperture
206B=right locking bar receiving aperture
206C=locking bar pin aperture
206D=locking bar slide stop member
207=belt tether
208=tether spool
208A=tether spool enclosure
208B=spool vertical axle
208C=upper spool axle housing
209=insertion member
209A=belt clamping slot
210=docking channel
211=insertion member stop bar
211 A=upper stop bar slot (filled by stop bar)
211B=lower stop bar slot (filled by stop bar)
211C=vertical belt aperture
211D=vertical brush
212=upper mounted ratchet gear
212A=upper gear teeth
213=lower mounted ratchet gear
213A=lower gear teeth
214=retractor spring enclosure
214 A=retractor spring
214B=left locking protrusion
214C=front locking protrusion
215=ratchet pawl bar
215A=upper ratchet pawl tooth
215B=lower ratchet pawl tooth
215C=upper gear bar
215D=lower gear bar
215E=pawl spring bar
215F=notched rear terminus of 215E
215G=spring bar helical spring
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215H=upper set of downward-facing gear bar teeth

215I=lower set of upward-facing gear bar teeth

216=spring mounting block

216A=upper endpiece slot (shown filled by 2191)
216B=lower endpiece slot (shown filled by 219J)

217=upper cylindrical gear

40

217A=front upper gear aperture (shown filled by 217 axle)
217B=rear upper gear aperture (shown filled by 217 axle) 45

217C=upper cylindrical gear teeth
218=lower cylindrical gear

218A=front lower gear aperture (shown filled by 218 axle)
218B=rear lower gear aperture (shown filled by 218 axle)

218C=lower cylindrical gear teeth
219=push bar

219A=lower push bar gear track teeth
219B=upper push bar gear track teeth
219C=push bar coil spring
219D=push bar end notch
219E=push bar release button
219F=slotted cap aperture
219G=upper push bar guide
219H=lower push bar guide
2191=upper fastening endpiece
219J=lower fastening endpiece
219K=push bar stop disk
220=double-locking assembly
220A=double-lock button
220B=double-lock rod
220C=double-lock guide block
220D=double-lock rod guide hole
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220E=double-lock rod stop disk
221=carrying pouch
221A=pouch belt loop
221B=pouch rivets
222=extended pin handcuff key
222 A=key barrel

222B=vertical barrel pin
222C=extended handcuff pin
222D=key ring retaining hole

FIGS. 14-15

300=central housing

300A=top panel

300B=bottom panel

300C=right wall horizontal slot
300D=right wall vertical slot
300E=retractor spring enclosure receptacle slot
300F=pawl bar top through aperture
301=left loop restraint

301 A=left loop retaining member
301B=upper left loop arm
301C=lower left loop arm
301D=left locking detent
302=right loop restraint
302A=right loop retaining member
302B=upper right loop arm
302C=lower right loop arm
302D=right loop locking detent
303=left buckle housing

303 A=left buckle tongue
303B=left connector link
303C=left buckle receiving slot
303D=left latch receiving hole
304=right buckle housing

304 A=right buckle tongue
304B=right connector link
304C=right buckle receiving slot
304D=right latch-receiving hole
305=right link retaining bar
306A=left latch bar

306B=right latch bar

307=cable tether

307 A=cable ring-shaped endpiece
307B=reeling aperture

308=cable tether spool
308A=spool axle

308B=axle housing

309A=left lower mounting block
309B=left cylindrical aperture
309C=left slotted slide tube
310A=right lower mounting block
310B=right cylindrical aperture
310C=right slotted slide tube
311=left slidable cylindrical rod
311 A=left slidable cross bar
311B=left latch bar

311C=left latch bar slide tube
311D=left latch bar receiving aperture
311E=left coil spring

312=right slidable cylindrical rod
312 A=right slidable cross bar
312B=right latch bar

312C=right latch bar slide tube
312D=right latch bar receiving aperture
312E=right coil spring
313=retractor spring enclosure
313 A=retractor spring
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314=ratchet gear

314A=ratchet gear teeth

315=pawl bar

315A=pawl tooth

315B=pawl bar mounting hole (filled by 315C)

315C=pawl bar axle

315D=pawl bar threaded top end

315E=pawl bar knurled cap

316=pawl bar mounting block

316A=mounting block vertical slot (shown filled by 315)

316B=front mounting block hole (shown filled by 315)

316C=rear mounting block hole (shown filled by 315)

317=tension block

317A=tension block brace bar

317B=brace bar tension block mounting slot (filled by upper
portion of 317A)

317C=lower brace bar mounting slot (filled by lower portion
of 317A)

FIGS. 16-17

400=integral housing

400A=spool enclosure

401=mounting plate

401A=right top hole (filled by bolt 403A)
401B=right bottom hole (filled by bolt 403B)
401C=left top hole (filled by bolt 403C)
401D=left bottom hole (not shown)
402=wall

403 A=right top bolt

403B=right bottom bolt

403C=left top bolt

403D=left bottom bolt (not shown)
404=handcuff assembly

404A=double strand member
404B=single strand member
404C=hinge pin

404D=ratchet teeth

404E=pawl (not shown)

404F=frontal keyway

404G=double lock pin hole
405=insertion member

405A=belt slot

405B=cylindrical portion of belt slot
405C=clamping rivet

406=belt tether

406A=belt retaining pin

406B=stitch line

406C=rivet aperture (shown filled by rivet 405C)
407=docking channel

408=spool

408A=spool axle

408B=retractor spring enclosure
408C=retractor spring

409=lock release button
410=double-locking button

410A=pin aperture

Description—FIGS. 1-2—Preferred Method of the Inven-
tion

Preliminary Information

In principle, all linked tactical restraints such as hand-
cuffs, shackles, manacles, ankle cuffs, plastic loops, straps,
etc., as are well known in the prior art, are “tethered
restraints” in that one restraint is tethered by a chain, strap,
cable, bar, hinged bar, or pivot to an opposite equivalent or
differing restraint, or to a mooring object. Typically, tactical
restraints are interconnected or “tethered” by means which
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vary in length from approximately 25.4 mm (1") to whatever
distance is appropriate for the custodial situation.

In the specification to follow, the definition of “tethered
restraints” is expanded to mean controllably extendible
interconnections between restraints or between restraints
and anchored mooring points, such as a pipe or a wall hook,
wherein the interconnection between the restraints and/or
moorings are controllably extendible in relation to each
other, and typically provided with coil-spring retractable,
ratcheted tethering means connections between any of the
restraint or mooring class members, but which may also
reach a rigidified closure point in a common housing
between such restraints or moorings. Such a controllably
extendible interconnection between restraints and/or moor-
ings as just described will henceforth be known in the
specification to follow as a “Controllably Extendible
Restraint Interconnection” system, or for brevity, a “CERI”
system.

Controllably extendible restraint interconnections, or
CERI systems between two or more restraints and/or moor-
ings may be done in one of three ways, either by utilizing
rigid materials for the controllably extendible interconnec-
tion, or by utilizing a flexible material, or by utilizing a
combination of both rigid and flexible materials. It is thus
possible to devise controllably extendible interconnections
between restraint and/or mooring class members by utilizing
a plurality of rigid, interconnected sliding bars or telescop-
ing tubes, or other rigid material extensions, with or without
ratcheting and pawl mechanisms incorporated between
them. Experiments with rigid material embodiments have
shown that these devices will tend to bend during difficult
takedown situations. Also, they are not desirable due to their
larger-order size and greater weight and cost problems.
Longer rigid handcuff assemblies have also not fared well in
the marketplace. Another problem, which controllably-ex-
tendible rigid restraint interconnections share with conven-
tional hinged-handcuff assemblies, is that they do not afford
the detainer an altered angle of attack (orientation) toward
effective second wrist capture once the first wrist is captured.
It has also not proven to be practical to interconnect flexible
tethers with rigid tethers.

The preferred method for producing a practical and effec-
tive CERI system is thus with a flexible tethering method,
for example, by the utilization of thin, lightweight, high
tensile, flexible materials such as are used in the manufac-
ture of nylon seat belt material, or by the utilization of
Kevlar™, a tough, light, aramid synthetic fiber. Belts and
cords made of such material, as a preferred tethering method
between various restraint class members and/or moorings,
has proven to be a size, weight and cost efficient method of
approaching the various developmental problems of the
CERI system embodiments shown and described in the
specification below. As well, the use of various forms of
spring-retracted cable and belt mechanisms with ratchet-
control mechanisms incorporated between the various
restraint and mooring class members have led to an easier
and more efficient method of appropriately designing a
practical CERI system.

Description of a Preferred Method of a CERI System

FIG. 1 is a front schematic perspective view of a preferred
controllably extendible restraint interconnection method of
the invention. FIG. 2 is a front schematic perspective view
of FIG. 1 illustrating the extraction of a controllably extend-
ible restraint from its docking channel.

Referring to FIGS. 1, 2, a rounded, rectangular parallel-
epiped (box-like) metal or composite material housing 101
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is utilized at its left end as an enclosing container for a metal
or composite material insertion member 102 which slidably
travels within a suitably sized aperture or docking channel
103 (filled in FIG. 1) within the left side of housing 101.
Insertion member 102 is suitably attached by bolts or other
fasteners (not shown) at its outside (left) end to a left heel
104A of a circular, symbolic, left restraint 105A. Housing
101 is also utilized in its middle area as an enclosing
container for a conventional form of metal or composite
material cable or belt tether spool 106 with a spool axle
106A suitably connected at its bottom portion to a conven-
tional form of retractor spring enclosure 107 with a conven-
tional internal, coil-type, metal retractor spring 108. Alter-
nately, retractor spring 108 can be replaced by an electrically
motorized retractor with a suitably connected power source,
such as a battery, and appropriate electric connections and
switchwork.

Spool 106 has a set of connected, conventional metal or
composite ratchet gears, a top ratchet gear 109, and a bottom
ratchet gear 110. Housing 101 also has a metal or composite,
spring-actuated ratchet pawl bar 111 actuated by a suitable
metal pawl spring 112 which urges pawl bar 111 to engage
gears 109, 110. Pawl bar 111 also has a metal or composite
manually actuable pawl release bar 113, formed of the same
material as pawl bar 111, or made suitably connective, by
which pawl bar 111 may be manually, temporarily disen-
gaged from gears 109, 110 against the urging spring force of
pawl spring 112. Spring 112 is seated within an aperture
114A in a metal or composite spring-retaining block 114.
Pawl release bar 113 slidably travels forward or rearward
through a top pawl release bar travel slot 113 A and a bottom
pawl release bar travel slot 113B provided in housing 101.
Alternately, pawl bar 111 may be any other conventional
ratchet-locking device associated with any other conven-
tional ratchet-locking and unlocking mechanism.

A circular, symbolic, second or right restraint 105B is
suitably attached at a second or right restraint heel 104B by
bolts or other fastener methods (not shown) to the right end
of housing 101.

In FIGS. 1, 2, first or left restraint 105A with attached
insertion member 102 is suitably connected at the forward
(right) end of insertion member 102 to a first end of a tether
115. Connection may be performed by a clamping slot
and/or rivets or bolts (not shown). Tether 115 is connected
at its opposite wound end to tether spool 106 by conven-
tional methods. Tether 115 may be a conventional metal or
a Kevlar™ material tether cable, or a conventional fabric or
a Kevlar™ tether belt.

In FIG. 1, tether 115 is shown shorter indicating that
insertion member 102 is fully retracted by retractor spring
108 into docking channel 103, and that spring-actuated
ratchet pawl 111 is currently engaged with gears 109, 110 by
the urging force of pawl spring 112. In FIG. 2, tether 115 is
shown longer indicating that insertion member 102 has been
extracted from docking channel 103. FIG. 2 also shows
ratchet pawl 111 being temporarily moved away from gears
109, 110 by pawl release bar 113 thus rearwardly compress-
ing pawl spring 112 through aperture 114A into spring-
retaining block 114.

Tether spool 106 with wrapped cable or belt tether 115,
along with connective top and bottom ratchet gears 109, 110
and retractor spring enclosure 107 with retractor spring 108,
are made suitably connective within central housing 101 by
inserting an upper hub 101A for spool axle 106A into the
upper inside material of housing 101 and by pressure fitting
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lower retractor spring enclosure 107 into the inside bottom
material of housing 101, or by other suitable retaining
methods.

Counterclockwise block arrow 116 A and clockwise block
arrow 116B indicate tether spool 106 rotational directions
and are explained more fully below. Left-pointing projection
arrow line 117A and right-pointing projection arrow line
117B respectively indicate left restraint 105A left and right
movement and are explained more fully below.

Operation—FIGS. 1-2—Preferred Method of the Invention

Referring to FIG. 2, manual removal of left restraint heel
104 A from housing 101 is only possible when pawl release
bar 113 has been manually, slidably actuated to disengage
pawl bar 111 from ratchet gears 109, 110. This is typically
done by using an upper and lower portion of a user’s hand
to simultaneously, rearwardly urge the respective upper and
lower portions of pawl release bar 113 with connective pawl
bar 111 away from gears 109, 110, thus urging pawl spring
112 into a higher state of tension. When manually urged,
pawl release bar 113 slidably travels rearward through top
pawl release bar travel slot 113A and bottom pawl release
bar travel slot 113B and pawl spring 112 compresses through
spring aperture 114A into spring block 114.

Still referring to FIG. 2, left-pointing projection arrow
line 117A indicates the direction of manual removal of left
restraint heel 104A and attached insertion member 102 away
from docking channel 103. Such a manual removal pulls
along attached tether 115 which then unwinds counterclock-
wise from tether spool 106, as indicated by block arrow
116A. This action then causes retractor spring 108 in retrac-
tor spring enclosure 107 to wind into a higher state of
tension.

Referring to FIG. 1, a right-pointing projection arrow line
117B indicates the direction of travel for the insertion of left
restraint heel 104 A with attached insertion member 102 back
into docking channel 103 once pawl release bar 113 has been
manually released and pawl spring 112 has urgingly reacted
to again re-engage pawl bar 111 within ratchet gears 109,
110. Pawl bar 111 is then set to only allow a slidably
clockwise passage of ratchet gears 109, 110 past pawl bar
111 as indicated by clockwise block arrow 116B. Since
retractor spring 108 in retractor spring enclosure 107 was
placed in a higher state of tension by the manual removal of
left restraint 105A (as shown in FIG. 2), spring 108 is now
urging tether 115 to rewind. Tether 115 will then only pull
insertion member 102 with attached left restraint heel 104A
toward docking channel 103, and engaged pawl bar 111 will
then forcibly stop ratchet gears 109, 110 from turning
counterclockwise, and thus prevent tether 115 from being
further unwound. Thus, if an arrestee or other detainee has
had his wrists (or other appendages) placed into respective
restraints 105A, 105B while tether 115 was extended and
pawl bar 111 re-engaged, it will no longer be possible for
him (or her) to separate his wrists, but only bring them closer
together with each successive movement of the ratchet teeth
in gears 109, 110.

Alternately, other CERI system methods may be utilized
such as would involve: a. a reconfiguration of the aforemen-
tioned elements in relation to one another, e.g., a spool and
ratchet assembly that has a differing orientation from verti-
cal, or an alternate interconnection of one or more restraints
in a differing configuration; or, b. a replacement of a spool
and ratchet assembly with an alternate form of controllably
releasable-engagable tether extraction and retraction mecha-
nism such as an alternate form of spool and/or ratchet and
pawl assembly, or an alternate form of spring return system
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for a tether, or any other mechanical variation which yet
allows a CERI device to function in terms of the given
method of the invention.

Description—FIGS. 3-13—Preferred Embodiment of the
Invention

In terms of the preceding method of a controllably extend-
ible restraint interconnection, or CERI system, although the
preferred embodiment will be specified below in terms of a
“belt tether,” the terms “tether” or “tethering means,” as
used herein to describe and claim the present invention
should be understood (with explained modifications) to
cover tether members having cross sectional shapes other
than flat, and may include circular or other shapes such as
would describe cords, cables, or other flexible interconnec-
tions between restraints.

In the preferred embodiment of a CERI system shown in
FIGS. 3-13, the type of handcuffs, represented in the draw-
ings generally, left handcuff assembly 201 and right hand-
cuff assembly 202, are known as a set of “swing-through”
handcuffs. Typically in swing-through handcuffs, a lower
arcurate portion of the respective left and right handcuffs
201, 202, commonly known as a “single strand” member,
being a left single strand 201A and a right single strand
202A, are respectively rivet-hinged with a set of rivet hinges
201B, 202B to their respective upper arcurate “double
strand” members, being a left double strand 201C, and a
right double strand 202C. The respective hinges 201B, 202B
connect single strands 201A, 202A within double strands
201C, 202C through suitably sized holes (shown filled by
rivet hinges 201B, 202B) at their respective swinging ends
so that movable single strands 201 A, 202A may respectively
“swing through” the fixed position double strands 201C,
202C. The outer portion of the free end of each single strand
201A, 202A has a set of ratchet teeth (not shown) which
when swung around on rivet hinges 201B, 202B reach a
ratcheting interconnection with opposing ratchet teeth on a
spring actuated pawl (not shown) within the respective heels
201D, 202D of the handcuff mechanism. In FIGS. 3-13, the
left upper double strand 201C and left lower single strand
member 201A, and the right upper double strand member
202C and right lower single strand member 201A are shown
closed on their respective hinges 201B, 202B and thus have
ratcheted connections with their respective pawls (not
shown).

Typically, swing-through handcuffs are made from
machined aluminum or titanium steel, and have a left and a
right first locking-unlocking mechanism and appropriately
positioned first locking-unlocking mechanism front key-
ways, or keyholes 201E, 202E for a standard-sized handcuff
key (FIGS. 7B—7D). Such conventional handcuffs also typi-
cally have a set of push pin lock holes 201F, 202F containing
a push-pin lock for double-locking the first lock mechanism
which is actuated by a pin extension on the reverse end of
the handcuff key known as a double-lock actuator. Swing-
through handcuffs are typically ratcheted loosely closed onto
the wrists of subjects being arrested or otherwise detained or
restrained to prevent escape or to prevent injury to them-
selves or others. The push-pin lock serves to prevent the
ratchet from moving away from the pawl and so prevents
further closure on the subject’s wrists.

The first locking-unlocking mechanism, when operated
by the handcuff key within holes 201E, 202E in one direc-
tion releases the double-ratchet lock, and when turned in the
other direction releases the ratchet grasp and allows single
strands 201A, 202A to be dropped away from the subject’s
wrists. Typically, when conventional non-extendible
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restraint interconnections are used with this type of left and
right swing-through handcuffs, they are closely intercon-
nected to within a few inches of each other by utilizing steel
chain, solid blocks, or by various types of pivots or hinging
mechanisms.

FIG. 3 is a front view of a preferred embodiment of a
controllably extendible restraint interconnection device, or
CERI system, of the present invention. The preferred CERI
embodiment of FIG. 3 may be made in one of two primary
ways, either as an integral rigid unit such as was shown in
FIGS. 1, 2, or as a foldable unit composed of separate,
opposing, pivoting arms which are unfolded and mechani-
cally rigidified when the device is to be used. In the
description below, the device will be explained as a foldable
device. However, the same descriptive account would apply
to an integral rigid embodiment of the device whenever
components used exclusively to provide foldability are
disregarded.

Regarding the preferred CERI device of FIGS. 3-13 as a
foldable device then, FIG. 4 is a top view of the restraint
interconnection device of FIG. 3. FIG. 9 is a rear view of
FIG. 3, and FIG. 10 is a bottom view of FIG. 3. The
preferred interconnection device of FIGS. 3, 4, 9, 10, is
primarily comprised of two separate housing arms, a first or
left housing arm 203, and second or right housing arm 204
which are connected together at the rear by a vertical hinge
assembly 205, and which are rigidified by an internal sliding
locking bar 206 which slidably travels from a left arm
storage aperture 206A into a slotted receiving aperture 2068
(FI1G. 9B, 11; otherwise shown filled by bar 206) in right arm
204. Hinge 205 as seen from the top in FIG. 4, and from the
rear in FIG. 9, allow the integral device comprised of arms
203, 204 to be folded in half, back-to-back, along a bisecting
vertical hinge pin 205C when slidable locking bar 206 is
disengaged. When folded, the device appears as shown in
FIGS. 9B, 11. Hinge 205 and locking bar 206 will be
explained more fully below.

Left housing arm 203 and right housing arm 204 are
typically made of metal or hardened plastic resin composites
with thick walls, and are typically made in a box-like form
with appropriate screw-down top and bottom cover plates
(not shown) so that their inner mechanisms can be properly
introduced and maintained. Right angled sides of the respec-
tive housings 203, 204 typically have their edges rounded
wherever a human hand may incur possible harm during use
of'the device. Except for minor protrusions and apertures (to
be explained below), respective arms 203, 204 are enclosed
units which cooperatively function as an integral unitary
device.

Considering the device of FIGS. 3, 4 initially as a rigid,
integral unit, FIGS. 3, 4 show left housing arm 203 and right
housing arm 204 each with an associated connective
restraint, a first or left metal restraint handcuff 201 and a
second or right metal restraint handcuft 202, each having a
respective handcuff heel, left handcuff heel 201D and right
handcuff heel 202D.

FIG. 5 shows a front view of the interconnection device
of FIG. 3 showing left handcuff 201 with left heel 201D
separated from left housing arm 203 along the line of an
interconnected belt tether 207 which has been extracted
from a tether spool 208 within a tether spool enclosure 208 A
in left housing arm 203. Left heel 201D has an extended
right portion which serves as an insertion member 209
which slidably engages and traverses a docking channel 210,
which is a box-like aperture in the left side of left arm 203.
Docking channel 210 is suitably sized and configured to
slidably receive insertion member 209 in a close-fitting
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manner. FIG. 6 shows a top view of the interconnection
device of FIG. 3 showing left restraint 201 and left heel
201D with extended portion insertion member 209 separated
from left housing arm 203 along the line of belt tether 207.
Insertion member 209 is made vertically and horizontally
symmetrical to avoid re-entry problems into docking chan-
nel 210 in the event that one of the handcuffs is accidentally
applied in an inverted position and left handcuff 201 must be
received with belt tether 207 inverted into docking channel
210.

Referring to FIGS. 7, 8, belt tether 207 passes from tether
spool 208 to its connection with insertion member 209
through a metal or composite, slotted, vertically disposed,
insertion member stop bar 211. When belt tether 207 is fully
rewound as shown in FIGS. 7, 8, insertion member 209
comes to rest in docking channel 210 against vertical stop
bar 211. Stop bar 211 is mounted between the upper and
lower inner material of left arm 203 in upper stop bar slot
211A and lower stop bar slot 211B (shown filled by stop bar
211). Vertical stop bar 211 has a vertical aperture 211C
which is suitably sized for belt tether 207 to freely travel
through. Typically, stop bar 211 will have a vertical brush
211D with horizontal-disposed nylon or other type of
bristles which brush against the sides of belt 207 as it passes
inward through vertical aperture 211C. Any accumulated
debris from the brushing of belt 207 is then tamped out
through docking channel 210 when insertion member 209 is
withdrawn. Any debris within spool enclosure 208 A may be
removed when the left housing arm covers (not shown) are
removed, or, alternately, a tamping hole with a suitably sized
rubber-like material cover plug may be provided at the
bottom of right arm 204 for removal of debris from spool
enclosure 208A.

FIG. 7 is a front, partially cutaway, enlarged scale, cross
section view of the interconnection device of FIGS. 3, 4
taken along line 7—7 of FIG. 4. FIG. 7 shows the integral
device rigidly extended and reveals a conventional form of
ratcheted tether spool 208 with an upper mounted ratchet
gear 212, a lower mounted ratchet gear 213, and a lower
mounted retractor spring enclosure 214 with retractor spring
214A. FIG. 8 is a top, partially cutaway, enlarged scale,
cross section view of FIG. 7 taken along line 8—8 of FIG.
7. Referring to FIGS. 5-8, right handcuff 202 has a heel
202D which serves as a vertical mounting portion which has
a set of provided suitably sized and configured mounting
holes 202G, 202H through which a set of suitably sized,
metal, right handcuff mounting bolts or flush rivets, an upper
right handcuff rivet 2021, and a lower right handcuff rivet
202] may be respectively passed through right heel 202D for
secure fastening through a set of suitably sized holes, an
upper right rivet hole 204A, and a lower right rivet hole
204B within the front and rear walls of a suitably sized
heel-receiving aperture 204C (FIG. 7) in the right side of
right arm 204. Left handcuft 201 has an extended heel 201D
(which includes insertion member 209 portion) provided
with a set of rivet holes, an upper left rivet hole 201G, and
a lower left rivet hole 201H, through which suitably sized
metal or composite material bolts or flush rivets, an upper
left handcuff rivet 2011, and a lower left handcuff rivet 201]
are passed. When fastened, rivets 2011, 201J force together
the two sides of a vertical and horizontal belt clamping slot
209A within insertion member 209 (filled by belt tether
207). Clamping slot 209A is sized to receive the end of a
thin, approximate 31.75 mm (1.25") high, 60.9 cm (2') long,
fabric belt tether 207, typically made of nylon or Kevlar™
with a tensile strength greater than 300 1b. to satisfy the
breakaway limit requirements of the National Institute of
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Justice standards for handcuffs. Belt tether 207 has provided
a set of two suitably sized and configured holes, and upper
belt hole 207A (not shown), and a lower belt hole 207B (not
shown), which allow passage of rivets 2011, 201J. Rivets
2011, 201J tightly compress the inserted left end of belt
tether 207 within slot 209A. Typically, belt 207 will be
slightly folded over prior to insertion of holes 207A, 207B
and the insertion of rivets 2011, 201J to add strength to the
connection between belt 207 and insertion member 209. Belt
207 is further restrained from movement by being clamped
within insertion member 209 through the compression
action of its structure. This maintains belt 207 firmly in a
horizontal position and parallel to left arm 203.

Alternately, left cuff heel 201D and insertion member
portion 209 may be made as separate members which are
made connective by a slot and protrusion method, or by
another fastening arrangement between themselves utilizing
rivets 2011, 201J and holes 201H, 201J or other fastening
arrangements. And alternately, the tethered end of belt 207
may be folded over around a vertical retaining pin and
stitched. A suitably sized containment and compression area
would then be provided within insertion member 209 for
retention of the retaining pin.

Referring to FIGS. 5-8, belt 207 extends from its clamped
end within insertion member 209 to a metal or plastic
composite belt spool 208 such as is conventional in the art
of seat belt spool manufacturing. Spool 208 is contained
within a spool enclosure 208A within left arm 203 where
belt 207 is wound flat about belt spool 208. Spool 208 is
mounted onto a suitably sized cylindrical metal vertical axle
208B which is held in place at its top by a recessed internally
cylindrical, metal upper axle housing 208C sized to rotat-
ably accommodate the top of axle 208B. Axle housing 208C
is typically form-fit into a recessed area 203A within the
upper inside material portion of left arm 203 (shown filled
by axle housing 208C). The bottom portion of axle 208B is
typically rectangularly shaped, or rounded and slotted, and
sized to fit within the top middle portion of an external
retractor spring enclosure receptacle (not shown) within
retractor spring enclosure 214, such as is conventional in the
art of seat belt retractor manufacturing. Referring to FIGS.
7, 8, spool 208 has been sized smaller than a conventional
seat belt retractor spool and is only intended to wind
approximately 45.7 to 60.9 cm (18" to 2') of thin nylon or
Kevlar™ belt.

Retractor spring enclosure 214 has a conventional coil
retractor spring 214A which is in a relaxed state when belt
207 has been wound during a clockwise rotation of axle
208B. In FIGS. 7, 8 belt 207 is considered to have been
wound around spool 208 when spool 208 was turned in a
clockwise direction if viewed from above, and so spring
214A is in a relaxed state in FIGS. 7, 8. If, as shown in FIG.
5, 6, belt 207 is pulled outward to unwind from spool 208,
spool 208 turns counterclockwise to unwind belt 207 and
thus winds coil retractor spring 214 A within retractor spring
enclosure 214 to a state of higher spring tension. Retractor
spring enclosure 214 is circularly shaped on the outside and
has two locking protrusions, left locking protrusion 214B,
and front locking protrusion 214C, which fit within suitably
sized recesses within a circularly recessed area 203B (all
shown filled by enclosure 214) within the lower material of
left arm 203. The positioning of the bottom of retractor
spring enclosure 214 and protrusions 214B, 214C are deter-
mined by the vertically disposed, fixed positioning of spool
axle 208B. When retractor spring enclosure 214 is properly
seated within the bottom base material it cannot rotate or
otherwise move when winding tension is applied to spool
208 and axle 208B as belt 207 is pulled from spool 208.
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Alternately, retractor spring 214A may be additionally pro-
vided with a braking mechanism such as is conventional in
the art to slow the rate at which retraction occurs. Alter-
nately, retractor spring 214A can be replaced by an electri-
cally motorized retractor with a suitably connected power
source, such as a battery, and appropriate electric connec-
tions and switchwork.

The top plate portion of spool 208 is made in the form of
a circular, hardened metal or resin composite ratchet gear
212 which rotates with spool 208 and axle 208B. Equiva-
lently, the bottom plate portion of spool 208 is made in the
form of a circular, hardened metal or resin composite ratchet
gear 213 which rotates with spool 208 and axle 208B. A
hardened metal ratchet pawl bar 215 with a leftward-pro-
truding set of slide-or-stop teeth, an upper pawl tooth 215A,
and a lower pawl tooth 215B, such as are conventional in the
art of seat belt and other ratchet assembly manufacturing, is
positioned to the right of gears 212, 213. Pawl teeth 215A,
215B, as shown in FIGS. 7, 8, 9B, 11, protrude through
provided apertures, an upper pawl tooth aperture 204N, and
a lower pawl tooth aperture 2040, in a left-facing arcurate
wall 204D of right arm 204 so that during a foldable
separation and re-connection of arms 203, 204, pawl teeth
215A, 215B will fall into place against spool ratchet gears
212, 213. Spool enclosure right side wall 203C in left arm
203 has an equivalently sized set of pawl teeth receiving
apertures, an upper tooth receiving aperture 203D as shown
in FIGS. 7, 8, 9B, 11, and a lower tooth receiving aperture
203E, as shown in FIG. 9B and indicated in FIG. 7.

Referring to FIG. 7, pawl bar 215 is positioned between
an upper slide hole 204F and a lower slide hole 204G formed
respectively into portions of the inside top and bottom
material of right arm 204, or into a metal or composite box
set within the top portion of the inner material of left arm
203. Slide holes 204F, 204G allow ratchet pawl bar 215 to
move slightly forward and backward and also prevent
ratchet pawl bar 215 from shifting sideways during a situ-
ation where belt tether 207 is being pulled against the
resistance of pawl bar 215 when it is lockably engaged in
gears 212, 213. Pawl bar 215 is sized, configured, and
positioned with respect to any provided size and shape of
ratchet gear teeth, for example, upper gear teeth 212A, and
lower gear teeth 213 A (FIG. 7A) to either allow gear teeth
212A, 213A to slide past bar teeth 215A, 215B during a
clockwise rotation, or to engage bar teeth 215A, 215B
whenever spool 208 and axle 208B are induced to attempt a
counterclockwise rotation.

Alternately, pawl bar 215 may be any other conventional
ratchet-locking device associated with any other conven-
tional ratchet-locking and unlocking mechanism, as is gen-
erally known to those skilled in that art, utilized with any
practical size ratchet gear or gears of any workable ratchet
tooth design and configuration, e.g., vertical teeth rather than
horizontal, and the ratchet pawl release assembly may be
placed anywhere in the configuration of the device, e.g.,
over vertical teeth rather than horizontally adjacent to, so
long as it operates the pawl release and does not interfere
with the operation of the device during the restraining
process.

FIG. 7A is a frontal, diagrammatic perspective, stand-
alone view of the ratchet control assembly shown in FIGS.
7 and 8. Referring to FIGS. 7, 7A, 8, at the back side of
ratchet pawl bar 215 is a ratchet-locking-unlocking
mechanical assembly, or ratchet control assembly, generally,
to the rear (right) of ratchet pawl bar 215, which is generally
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positioned between the back side of pawl bar 215 and the
inside portion of the right side of right housing arm 204.

Vertical ratchet pawl bar 215 has three horizontally dis-
posed, right-facing, right-angled extensions which connect it
with the remaining parts of the ratchet control assembly,
being a longer metal or composite upper gear bar 215C, a
lower, slightly shorter metal or composite gear bar 215D,
and a metal or composite pawl spring bar 215E positioned
between gear bars 215C and 215D. In FIG. 7A spring bar
215E is shown (with projection lines) as being separated in
approximately its middle portion in order to better view the
ratcheting assembly components.

Referring to FIGS. 7, 7A, 8, spring bar 215E is typically
a flat plate made in a right-angled, general T-shape with the
T-top parallel to pawl bar 215. The rear (right) portion of
spring bar 215E is sized smaller than the front (left) portion
and suitably sized and notched so that its rear terminus 215F
will fit securely within the front inner coil portion of a
suitably sized, metal or composite helical spring 215G.
Spring 215G is positioned within a suitably sized, spring-
retaining aperture 204E within a metal or composite, cross-
mounted spring mounting block 216. Block 216 is either
formed from the inside back (right) wall material of right
arm 204, or is set within two suitably sized apertures, a rear
aperture 204H and a front aperture 2041 within the inside
material of the front and rear walls of right arm 204 (shown
filled by block 216). Gear bars 215C, 215D and spring bar
215E are either formed from the material of pawl bar 215,
or otherwise affixed by spot welding or other suitable
fastening methods. When vertical pawl bar 215 moves
horizontally within slide holes 204F, 204G, attached gear
bars 215C, 215D and spring bar 215E move equivalently.
Gear bars 215C, 215D are provided with opposing, equiva-
lent sets of gear teeth, respectively, an upper set of down-
ward-facing gear bar teeth 215H, and a lower set of upward-
facing gear bar teeth 2151. Spring 215G biases spring bar
215E with connective pawl bar 215 and pawl teeth 215A,
215B, and connective gear bars 215C, 215D to a forward
(leftward) position.

Between gear bars 215C, 215D are two metal or com-
posite cylindrical gears, an upper cylindrical gear 217, and
a lower cylindrical gear 218, which respectively have
extended axle portions which fit within suitably sized aper-
tures within the inside material of front and rear walls of
right arm 204. Upper gear 217 is rotatably set within a front
upper gear aperture 217A, and a rear upper aperture 217B,
and lower gear 218 is rotatably set within a front lower gear
aperture 218A and a rear lower gear aperture 218B (shown
filled by the respective gear axles). Gears 217, 218 respec-
tively have an encircling set of upper cylindrical gear teeth
217C and lower cylindrical gear teeth 218C respectively set
around their perimeters. Gear teeth sets 217C, 218C are
respectively sized and configured to rotatably interact with
gear bar teeth sets 215H, 2151.

Set between cylindrical gears 217, 218 is a metal or other
material push bar 219. Push bar 219 is a vertically disposed,
manually actuated, downwardly spring-biased, gear bar. On
its lower, left-facing portion, push bar 219 has a lower gear
track with a set of lower gear teeth 219A, and on its
opposing upper, right-facing portion, push bar 219 has an
upper gear track with a set of upper gear teeth 219B. Gear
teeth sets 219A, 219B rest respectively within cylinder gears
217, 218, and are sized and configured to be enabled to
engage and rotatably interact with gears 217, 218. Push bar
219 is shown in FIGS. 7, 7A, 8 as a flat bar, but may
alternately have any shape which preserves a sufficient
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portion of gear track teeth 219A, 219B to interact with and
actuate cylinder gears 217, 218.

At its upper terminus, push bar 219 is suitably mated with
a metal or composite push bar coil spring 219C at a push bar
end notch 219D (FIG. 7A), which is a narrowed portion of
the upper terminus of push bar 219 which is snugly insert-
able within coil spring 219C. Coil spring 219C is set within
a push bar coil spring aperture 204J, or within a suitably
made metal or other material containment box, within the
upper inside material of right arm 204. At its lower terminus,
push bar 219 has a metal or composite push bar cap, or push
bar release button 219E fastened either by pressure fit, with
or without adhesive, into a suitably sized, slotted cap aper-
ture 219F, or is otherwise suitably fastened thereupon.
Release button 219E is typically an inversely domed or
truncated, fingertip-sized metal or composite, rounded or
otherwise shaped button member. Release button 219E is
slidably contained within a suitably sized and shaped release
button aperture 204K (FIG. 7) in the bottom material of right
arm 204 in a middle position between the front and rear sides
of right arm 204. Release button 219E is slightly recessed
within aperture 204K both so that it may be easily located
for actuation by a user’s fingertip as it travels along the
bottom of right arm 204, and so that it will not be acciden-
tally actuated by a user’s grasp around the device. Alter-
nately, release button 219E may be a lower terminal portion
of push bar 219.

Push bar 219 has a set of two metal or other material
encircling guides, an upper push bar guide 219G, and a
lower push bar guide 219H, both of which respectively have
formed-in, vertically disposed, transverse endpieces, an
upper fastening endpiece 2191 and a lower fastening end-
piece 219]; by which guides 219G, 219H are attached to
spring mounting block 216 for support via a suitable adhe-
sive placed into pressure-fit slots, respectively, upper end-
piece slot 216A (not shown) and lower endpiece slot 216B
(shown filled by endpieces 2191, 219J in FIG. 7), cut or
preformed within mounting block 216. Alternately, end-
pieces 2191, 219J may be provided with further method of
securement such as crosswise retaining pins set within block
216.

To gauge and limit the travel distance of push bar 219
within the ratchet assembly and between guides 219G,
219H, a suitably sized, right-angled push bar stop disk 219K
is provided in the middle portion area of push bar 219 which
stops when striking the bottom of upper guide 219G or the
top of lower guide 219H. Thus push bar 219 is situated so
that coil spring 219C biases push bar 219 to a downward
position which places the lower face of stop disk 219K
against the top of lower push bar guide 219H, and con-
versely stops push bar 219 from any upward travel once the
upper face of stop disk 219K reaches the bottom of upper
guide 219G.

Push bar 219 is positioned forward of spring bar 215E and
between gears 217, 218 so that when push bar 219 travels
upward or downward, its respective sets of teeth 219A,
219B will engage gear teeth sets 217C, 218C and urge gears
217, 218 to rotate. Thus as release button 219E is upwardly
depressed, typically by a fingertip, connective push bar 219
travels upward. This action urges lower gear 217 to rotate in
a counterclockwise manner, and urges upper gear 218 to
rotate in a counterclockwise manner. This upward action
also places push bar coil spring 219C in a higher state of
tension. Thus, conversely, when coil spring 219C is free to
release its tension, push bar 219 is urged to travel downward,
lower gear 218 is urged to rotate in a clockwise manner, and
upper gear 217 is urged to move in a clockwise manner.
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When gears 217, 218 are made to rotate by the manual
actuation of push bar 219, gears 217, 218 respectively
engage gear teeth 215H, 2151 on gear bars 215C, 215D.
Thus as gears 217, 218 rotate clockwise (as viewed from the
front) gear bars 215C, 215D will be urged to travel rearward
(toward the right), and when gears 217, 218 rotate counter-
clockwise under the urging of spring 219C, gear bars 215C,
215D will be urged to travel forward. Since gear bars 215C,
215D are in a fixed relationship with pawl bar 215, when-
ever push bar 219 travels upward or downward, gears 217,
218 will urge gear bars 215C, 215D to urge pawl bar 215
with attached pawl teeth 215A, 215B to respectively engage
into or disengage from ratchet gear teeth sets 212A, 213A.

Vertical ratchet pawl bar 215 is held in place within slide
holes 204F, 204G by the urging interaction between spring
bar 215E and helical spring 215G. Whenever pawl bar 215
is urged to travel rearward, connective helical spring 215G
is compressed into a higher state of tension, and whenever
pawl bar 215 is unconstrained, any stored tension in helical
spring 215G urges pawl bar 215 with teeth 215A, 215B to
travel forward and re-engage ratchet gear teeth 212A, 213A.

Whenever ratchet pawl bar 215 with teeth 215A, 215B is
free to move, the shape and configuration of teeth 215A,
215B allows them to slidably pass over ratchet gear teeth
212A, 213 A during a clockwise rotation of gears 217, 218.
Thus the cooperative arrangement between ratchet pawl bar
215, spring bar 215E, and spring 215G allows ratchet pawl
bar 215 to alternately move spring 215G into and out of a
state of tension and to thus have a slightly springy forward
and backward movement within slide holes 204F, 204G, and
as well allows ratchet pawl bar 215 to have the possibility of
a locked forward movement when engaging teeth 212A,
213 A during any counterclockwise spool rotation.

Thus, from the above account, whenever release button
219E is manually depressed upwards, it urges push bar 219
to actuate the ratchet assembly in the aforementioned
method and allow belt 207 to be freely unwound from spool
208, and whenever release button 219E is not depressed belt
207 may not be unwound from spool 208. The purpose of
release button 219E is thus to effectively permit ratchet pawl
bar 215 to disengage from gear teeth 212A, 213A to allow
spool 208 to unwind counterclockwise to release belt 207,
and then to swiftly capture belt 207 at a desired distance
when release button 219E is no longer depressed. Thus,
when release button 219E is actuated, insertion member 209
may be slowly or swiftly pulled away from left arm 203, thus
increasing the tension of retractor coil spring 214A, which
then increases its tension proportionately to the distance to
which belt 207 is pulled outward. When belt 207 has been
drawn out to a desired distance, release button 219E: is
disengaged and urged to return to its rest position by the
action of push bar return spring 219C. Ratchet pawl bar 215
will also respond to the spring action and be returned to a
forward position to prevent any counterclockwise move-
ment of spool 208, which will then only permit insertion
member 209 and arm 203 to move toward each other
incrementally with a ratcheted action. Release button 219E
thus provides a manually-actuable method for controllably
disengaging the spring-actuated ratchet-locking assembly.
When belt tether 207 is being rewound on tether spool 208
by retractor spring 214 A and the aforementioned incremen-
tal ratchet action is occurring, the slightly springy forward
and backward movement of spring 215G will transfer
through the mechanism and also cause push bar 219 to also
have a slightly springy movement up and down.

Referring to FIGS. 7, 7A, 8, to prevent release button
219E from being further actuated, the ratchet assembly may
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be locked and unlocked utilizing a provided slidable,
double-locking assembly, generally, 220. As shown in FIGS.
7, 7A, 8, a metal or composite double-lock button 220A is
set and recessed into a suitably sized button hole 204L. in the
rear wall of right arm 204. Double-lock button 220A is
slightly recessed both so that it may be easily located for
actuation by a user’s fingertip as it travels along the rear of
right arm 204, and so that it will not be accidentally actuated
by a user’s grasp around the device.

Double-lock button 220A is at the rear end of a horizon-
tally disposed, rearward-facing, metal or composite double-
lock rod 220B which is suitably sized to be the same
diameter as a standard handcuff key double-lock actuator
push pin. The front end of double-lock rod 220B slidably
engages a rearward portion of suitably sized push pin hole
204M in the frontal wall portion of left arm 204. When
double-lock rod 220B is pushed forward by the act of
depressing double-lock button 220A into hole 204M, the
front portion of double-lock rod 220B slides against the rear
portion (right side) of right-facing lower gear bar 215D and
prevents gear bar 215D from further rearward travel, thus
locking any further movement counterclockwise movement
of ratchet gears 212, 213, and thus preventing push bar
release button 219E from being actuated. Double-lock rod
220B is disengaged from the right side of lower gear bar
215D by the manual insertion of an extended pin handcuff
key 222 (explained below) into push pin recess hole 204M
which then pushes double-lock rod 220B front end rearward
thus disengaging rod 220B from the right side of lower gear
bar 215D and thereby unlocking double-lock button 220A
for further use.

To guide double-lock rod 220B during its slidable travel,
a suitably sized and positioned double-lock guide block
220C with a suitably sized and shaped double-lock rod guide
hole 220D is provided between the front and rear walls of
right arm 204 adjacent to spring mounting block 216. Hole
220D is suitably sized to provide sufficient friction against
the length of rod 220B within hole 220D so that rod 220B
will remain where positioned unless acted by an external
force causing it to slide forward or rearward. Guide block
220C may be a formed part of the inner bottom material of
right arm 204 along with spring mounting block 216, or be
a suitably attached separate metal or composite member. To
prevent accidental rearward slippage of double-lock button
220A out of entry hole 2041, a small suitably sized, metal
or composite centered double-lock stop-disk 220E made of
the same material as rod 220B is provided at a right angle to
rod 220B and positioned adjacent to the front edge of guide
block 220C. Stop disk 220E then acts as a travel stop
between the front edge of guide block 220C and the rear
edge of lower gear bar 215D, and thus also acts as a gauge
for the travel distance for rod 220B to slidably lock and
unlock the ratchet assembly.

FIG. 7B is a right side view of an extended pin handcuff
key 222. FIG. 7C is a front view of FIG. 7B. FIG. 7D is a
rear view of FIG. 7B. In order to properly operate double-
lock assembly 220, the use of a an extended pin hand cuff
key 222 with an extended pin 222C is required in order to
properly reach into double-lock push pin hole 204M and
push double-lock rod 220D away from its locked position
against the front of lower gear bar 2151. Handcuftf key 222
will also properly operate with all other conventional hand-
cuffs with conventional keyholes sizings the size of handcuff
pin holes 201F, 202F. Key 222 has a conventionally sized
key barrel 222A, and a conventionally sized vertical barrel
pin 222B, and a conventionally sized key ring retaining hole
222D.
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Alternately, in lieu of double-lock button 220A as a
method of pushing rod 220B to lock the ratcheting control
assembly, a second opposing recess hole (not shown), which
is suitably sized to be the same diameter as a standard
handcuff key double-lock actuator push pin, may be pro-
vided at the double-lock button side of housing 204 directly
opposite hole 204M.

Referring to FIGS. 9, 9A, 10, where FIG. 9 is a rear view
of FIG. 3, and FIG. 9A is a left side view of FIG. 3, and FIG.
10 is a bottom view of FIG. 3, the two separate housing arms
203, 204 are shown connected together at the rear by a
middle-positioned, vertical hinge assembly, generally 205,
which has a left arm set of three rearwardly-protruding hinge
pin collars 205A suitably sized to be enabled to be interlaced
with a suitably sized right arm set of four rearwardly-
protruding hinge pin collars 205B (reversed because of
being shown from the back in FIG. 9). Hinge pin collar sets
205A, 205B are protruding, circularly-wrapped hinge pin
retainers formed from the same material, respectively, as left
arm 203 and right arm 204, and when fully, cooperatively
interposed, are rotatably connective with each other by an
inserted, force-fit, peened or capped metal hinge pin 205C
which fits tightly within the circular apertures within the
respective encircling collars. When hinge pin collar sets
205A, 2058 are foldably rotated on hinge pin 205C, folded
arms 203, 204 are substantially parallel in a back-to-back
manner and appear as shown in top view in FIG. 11. FIG. 9B
is a side view of the hinge assembly and locking plate
control aperture configuration when the device of FIG. 3 is
folded open. FIG. 9B also shows the relationship between
upper and lower ratchet teeth 215A, 215B and their respec-
tive upper and lower receiving apertures 203D and 203E in
spool enclosure right outside wall 203C.

When arms 203, 204 are unfolded from their position in
FIGS. 9B, 11 to the rigid extension position of FIG. 9 by
being rotatably extended by hinge 205 on hinge pin 205C so
that arms 203, 204 are transversely aligned, a slidable
locking bar 206 is manually slidably engaged within and
between the rear inside walls of arms 203, 204 to rigidify the
device. Slidable locking bar 206 is a metal or other material
transverse bar which slidably travels within aligned suitably
sized vertically disposed channels, a larger, left storage
aperture 206 A which runs transversely through left arm 203,
and a lesser sized stopping slot, a right locking bar receiving
aperture 2068 in right arm 204 where locking bar 206 enters
to rigidify the two arms into an integral unit (again, reversed
because FIG. 9 shows the rear side of the device).

The left top end of bar 206 has an upper portion, a locking
bar slide stop member 206D, which is a vertically extended
and widened portion of the material of bar 206. Centered
within slide stop member 206D is a vertically disposed,
upward facing, recessed receiving aperture 206C suitably
sized to receive the pin end of a standard handcuff key (or
key 222 in FIG. 7B). When bar 206 travels through storage
aperture 206A into receiving aperture 206B, slide stop
member 206D causes the travel distance of locking bar 206
to be gauged and limited by the fixed slide distance of slide
stop member 206D between the opposite vertically disposed
ends of a transverse cutaway section 203F of left arm 203.

On the left side of cutaway section 203F is a truncated
part 203G of left arm 203 which is top-cut to be approxi-
mately half the vertical length of slide stop member 206D to
allow for the entry of a user’s fingertip (typically, an index
fingertip) to manually urge stop member 206D from the
truncated part 203G of cutaway section 203F to its opposed
end stop against the vertically cutaway material of left arm
203. When bar 206 is manually urged to travel through
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storage aperture 206 A into receiving aperture 2068, it is thus
limited to the transverse slide distance of slide stop member
206D between the opposing ends of cutaway section 203F.

Alternately, the preferred embodiment could also be pro-
vided with an internal or external transverse retaining clasp,
or other type of retainer, and such a clasp or other retainer
be made connective with an opposing spring-biased pin or
bar-locking mechanism which would be matably, lockably
unlockable by a standard handcuff key or other provided
locking-unlocking mechanism.

Alternately, locking bar 206 could be otherwise posi-
tioned, configured or designed, for example, as a pivoting
locking plate, or as a bottom-mounted, barrel bolt type of
slidable locking device within the rear wall of left arm 203.
And alternately, a slide stop member such as 206D could be
otherwise designed with an internal stop member piece
which would slide within a fixed distance, transverse slot
within left arm 203. Alternately, a conventional double-plate
hinge assembly may be utilized in lieu of hinge assembly
205 with the respective hinge plates being connected to a
recessed, rear portion of arms 203, 204 and held thereto by
a plurality of rivets or screws which are set into the inner
wall material of the respective arms 203, 204 through a
suitable set of provided screw holes within such hinge
plates. Such alternate hinge plates would then be held
rotatably together by a hinge pin such as hinge pin 205C and
configured to be beneath lock bar 206.

Referring to FIGS. 9A, 11, when the rigidified device is
to again be folded on hinge pin 205C, and bar 206 is to be
withdrawn through apertures 206A, 206B, the user inserts
the pin end of a standard handcuff key (not shown) into
cutaway section 203F and thence into pin receiving aperture
206C and pulls bar 206 to the left urging it to slidably travel
out of right arm receiving aperture 206B and back into its
enclosed storage position in storage aperture 206A. As bar
206 reaches a point where its right terminus is slightly
protruding from storage aperture 206A, slide stop member
206D strikes and stops at the left, truncated inside wall of
cutaway section 203F. Bar 206 is left slightly protruding
from storage aperture 206A to allow it to better engage
receiving aperture 206B when the device is unfolded. If belt
207 is overly tight at the time folding is occurring, push bar
release button 219E will be momentarily upwardly
depressed to release pawl bar 215 and belt 207 as explained
above.

As previously noted, CERI embodiments can be made
either in a rigid or a foldable configuration, that is, so that
they only remain in an integral rigid configuration, or so that
they may be singly or multiply foldable where the assembly
of'individual sections are then unfolded and made integrally
rigid. In those embodiments that are permanently rigid, the
left and right sections can either be made in one piece or in
two or more pieces which when assembled will remain
integral and rigid during use as a restraining method.

In those embodiments that are foldable in half so that
opposing restraints overlie each other, typically a flat hinge
assembly such as hinge 205 or its mechanical equivalent will
be used if the device is to be foldably rotated so that the back
sides of opposing arms 203, 204 are to be folded back-to-
back. However, if an embodiment is to be folded front-to-
front, arms 203, 204 will be axle-pivoted from axle protru-
sions provided respectively at the top and bottom of spool
enclosure 208A within respectively provided upper and
lower extended spool enclosure covers which are respec-
tively further provided with axle end retainers which rotat-
ably capture such an alternate form of spool enclosure axle
protrusions. A front-to-front spool-pivot rotationally fold-
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able method is typically not utilized unless the width of arms
203, 204 is less than half the diameter of cylindrical spool
enclosure 208A so that when the arms 203, 204 are folded
they will confront each other in a substantially parallel
manner. Alternately, any hinge or pivoting configuration
may be utilized to make a CERI system device foldable.

Typically, a CERI system using arcurate, swing-through
handcuffs or the like, would be carried folded in half,
cuffs-up, in a lined leather or a fabric carrying pouch
appropriately sized for the particular CERI system, and
fastened to an officer’s belt rig using a typical belt loop
method. FIGS. 12 and 13 respectively show a side and a rear
view of such a carrying pouch 221 with the preferred
embodiment of FIG. 3 inserted after having been folded in
the manner of FIG. 11. A belt loop 221A is fastened to pouch
221 utilizing a set of conventional metal rivets 221B.
Alternately, a carrying pouch such as pouch 221 as just
described for FIGS. 12, 13, could be provided with a cover
piece extending upward from the rear, or front or a side of
the alternate pouch. Such a cover piece would be provided
with a typical leather button snap assembly or a hook-and-
loop clasping device. And alternately, a carrying pouch
could be provided for portability on an officer’s belt rig
wherein the pouch is worn along a thigh with a hook-and-
loop or otherwise connected side strap around the thigh and
a carrying or support strap rising vertically to a clip to be
placed on the officers belt rig. And alternately, the embodi-
ment of FIGS. 3-13 could be made as a non-foldable rigid
device with an integral housing rather than separately con-
tained left and right arms. If made rigid, the arcurate wall
204D of the right arm and the right outside spool enclosure
wall 203C of the left arm shown in FIGS. 7, 8 would not be
present. A rigid embodiment of the device would be carried
on an officer’s belt rig in a more elongated embodiment of
pouch 221 shown in FIGS. 12, 13.

Operation—FIGS. 3-13—Preferred Embodiment of the
Invention

Basic Tactical Operation Without Tether Deployment

Law enforcement officials generally prefer restraint
devices that can be rigidified for easier application and also
be made foldable for easier carrying. The preferred embodi-
ment of the CERI system described above has been designed
so that it operates as either a rigid integral assembly for
compliant subject arrest circumstances, or as a separated and
extended set of restraints that may be utilized if a subject is
resisting the application of the restraining device.

In order to make the device integrally rigid and yet
foldable for easy carrying, the two opposing housing arms
203, 204 are provided with a rotatable assembly comprising
a hinge 205 with a hinge pin 205, and a slidable locking bar
206, that allows left arm 203 and right arm 204 to be rotated
with respect to each other on hinge pin 205C, so that arms
203, 204 may become either: a. rigidly, linearly, transversely
aligned, and then slide-locked into a rigidified position by
manually pushing locking bar slide stop member 206D,
typically with an index fingertip, to urge connective slidable
locking bar 206 into right aperture 206B, as shown in FIGS.
3, 4; or, b. folded so that respective arms 203, 204 are
substantially parallel, and so that restraints 201, 202 overlie
each other, as shown in FIG. 11. Procedurally, when arms
203, 204 are to be again manually unfolded from their
position in FIG. 3 to the folded position of FIGS. 9A, 11,
locking bar 206 is disengaged by inserting a handcuff pin
into pin aperture 206C within bar 206, and then manually
urging bar 206 to slidably travel out of right bar aperture
206B until slide stop member 206D brings bar 206 to a
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secure rest position. If belt 207 is overly tight at the time
folding is occurring, push bar release button 219E will be
momentarily upwardly depressed to release pawl bar 215
and belt 207 to allow the device to be manually folded on
hinge pin 205C until arms 203, 204 are again substantially
parallel. In the rigidified position of FIGS. 3, 4, the device
is operated using the same methods as would be utilized for
conventional unfolded and rigidified hinged handcuffs,
unless the decision is made to deploy belt tether 207, as will
be explained more fully below.

A typical hand grasp of the rigidified device when
approaching a compliant subject would utilize the web of an
index finger and thumb (not shown) to grasp around spool
enclosure 208A from the side, or to grasp over spool
enclosure 208A with the palm resting on top of spool
enclosure 208A. In either grasp, the middle, ring, and little
finger (not shown) will be downwardly disposed and able to
reach around the back side and bottom of the device. In a
right-handed operation, this will position the right-hand
fingers to face toward the left, with the thumb to the front
and the other fingers to the rear side of the device reaching
down and around the bottom of the device. A left-handed
operation would be oppositely positioned. A preferred hand
grasp may also depend on the particular CERI embodi-
ment’s spool size and housing dimensions, as these will vary
according to the differing embodiments. For example, a
lesser or greater length belt tether 207 will require a lesser
or greater sized spool 208, and spool size will as well depend
on the thickness of the belt material utilized in the embodi-
ment. Similarly, in alternate embodiments, the sizing of a
ratcheting control assembly and/or hinge method may result
in a smaller or larger overall size for housing arms 203, 204.

The sizing of the detainer’s hand, large, medium or small,
should be irrelevant when grasping the CERI device shown
and described in terms of FIGS. 3-11. This is so because the
device would typically be made with a shorter tether length
and so with a spool enclosure sufficiently reduced in size for
a small hand to grasp the device securely, and yet provide the
device with sufficient surface area for a reach-around
method for a medium or larger hand. Irrespective of the
detainer’s hand size, if the detainee becomes non-compliant
and the detainer chooses to deploy belt tether 207, the two
finger-actuated control buttons, release button 219E and
double-lock button 220A, are easily within finger reach and
easily finger-actuated.

When approaching a subject who appears to be of average
size and compliant with the officer’s orders or directions, the
detainer officer will, as aforementioned, use conventional
handcuffing methods to apply handcuffs 201, 202 and then
double-lock the cuffs as was previously explained using the
pin end of a standard-sized handcuff key inserted into push
pin holes 201F, 202F. To avoid further security problems, the
officer will also double-lock belt tether 207 by inwardly
depressing double-lock button 220A to actuate double-lock
rod 220B to lock lower gear bar 215D in place to prevent the
subject from possibly depressing release button 219E and
extending belt tether 207. In an ideal compliant detainment
scenario, the officer will maintain the restraints on an
arrestee until arrival at a secure detention facility, and
thereafter remove the restraints or otherwise secure the
subject. When the restraint portion of the arrest is completed
and the CERI device is to be placed into storage containment
in carrying pouch 221 or be otherwise stored, the device
would typically be again folded on hinge pin 205C after bar
206 is withdrawn through apertures 206 A, 206B as was just
explained above.
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Referring to FIGS. 12, 13, the CERI system will typically
be worn on an officer’s belt rig and carried in a pouch similar
to carrying pouch 221. Typically, carrying pouch 221 will be
carried to the front left or front right strong side of a detainer
with cuffs 201, 202 pointing upward for easy withdrawal
from the pouch. Alternately, the CERI cuffs can be worn
folded and draped through the detainer’s belt, or be carried
cuffs-up from the belt rig via a draped strapping method.

Basic Tactical Operation with Tether Deployed

To operate the apparatus of the preferred embodiment of
the CERI system using a tether deployment method in an
attempt to restrain either a larger-sized subject and/or a
subject who is potentially non-compliant to the officer’s
verbal orders or directions, the detainer officer will begin by
grasping the device as explained above. If a rear approach to
the subject can be made with the intent of handcuffing the
subject behind his back, in terms of a right-handed officer,
the officer’s initial objective will be to handcuff the subject’s
left wrist with left handcuff 201. The reason for this is so that
if tether deployment is likely, it is easier for a right-handed
officer to pull the device away to the right from a secured left
wrist since this will allow the officer to maintain finger
control over control buttons 219E and 220A. A left-handed
officer may choose to first cuff the subject’s right hand so
that his potential tether deployment results in a pull to the
left and so that his left-hand fingers maintain control over
control buttons 219E and 220A.

Belt tether 207 is never deployed before tethered left cuff
201 is fully secured to a wrist (or ankle, etc.) so that there
is no chance that retractor spring 214A will suddenly retract
tether 207 with tethered cuff 201 and strike the officer.
Similarly, an officer never positions a grasping hand over the
device so that any portion of the hand extends beyond left
arm 203 so that in the event of an accidental recoil the officer
will not be struck by a moving part. An officer should also
be aware that if he releases right arm 204 from his grasp
while tether 207 is deployed, that retractor spring 214A will
urge tether 207 to retract and thus urge the device toward
tethered cuff 201.

As previously stated, when a CERI device is rigidly
extended as shown in FIGS. 3, 4, 7-10, insertion member
209 with its associated connective restraint, here, left hand-
cuff 201, can be made to separate from the main body of the
device with its associated connective restraint, here, right
handcuff 202, in a controllably extendible method along the
line of belt tether 207 as shown in FIGS. 5, 6. Referring to
FIGS. 3, 4, and 7, 8, the controllable separation is performed
by the officer in a right-handed manner after applying left
restraint 201 to the subject’s left wrist, and while grasping
the middle or right portion of the rigidified device with the
officer’s right hand (not shown) in a palm-down, over-the-
top positioning, with the officer being ready to use his right
hand to pull the device to the right. In this position, the
fingertips of the officer’s right hand will be curled beneath
the device so that either the middle, ring or little finger (not
shown) will be in a position to be manipulated so that a
curled fingertip may engage and upwardly depress recessed
release button 219E and then hold button 219E upwards
against the tension of coil spring 219C into retaining aper-
ture 204J. As the ratchet assembly then actuates pawl bar
215 to disengage from gears 212, 213, belt tether 207 will be
freed to be extracted from spool 208 when the officer’s right
hand pulls the device to the right.

The officer or other detainer will then use his left hand to
brace the subject’s left arm as the officer initiates a pull of
the device to the right while release button 219E is upwardly
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depressed. As the device moves outward, belt tether 207 will
unwind between the subject’s left wrist and the officer’s
right hand. If a left-handed operation is used, the description
above would be hand-reversed.

When the officer has brought belt tether 207 out to a
sufficient distance, he will release button 219E. When
release button 219E is no longer held upward, coil spring
219C will return button 219E to its normal rest position and
pawl bar 215 will re-engage gears 212, 213 and belt tether
207 will no longer be able to be pulled outward. Concur-
rently, retractor spring 214 A, raised to higher state of tension
in proportion to the outward extraction distance of belt tether
207, will be set to urge belt 207 to rewind around spool 208
when no further outward urging force is applied, thereby
setting up mechanical conditions for bringing insertion
member 209 with attached left restraint 201 to again come
to rest within docking channel 210.

Once the officer has applied left swing-through cuff 201
to the subject’s left wrist until it is ratchet-locked, and
deployed belt tether 207 as described above, the officer will
then remove his left hand from the subject’s cuffed left hand.
The officer’s left hand will then be moved to grasp the
subject’s right arm or hand. The officer will then use his right
hand, preferably, to position extended right cuff 202 to the
inside (left side) of the subject’s wrist and then apply right
cuff 202 to the subject’s right wrist. Once the right wrist of
the subject is engaged by right cuff 202 it will be tethered to
the opposite left cuff 201 along the line of tether 207. At this
point any attempted movement of the subject’s arms away
from each other will result in the previously described
activation of the ratcheting mechanism. And any movement
of the subject’s arms toward each other will result in the
activation of retractor spring 214A as it urges belt tether 207
to rewind back around spool 208. Other less preferable
right-cuffing methods are considered below.

It the subject does not then willfully comply in moving his
wrists together and allow belt tether 207 to rewind until
insertion member 209 reaches either a flush and rigid
connection with docking channel 210, or a reasonably close
separation distance, the officer will then begin to either
compel the subject’s arms or legs together, or continue to
impel the subject off-balance so that the subject’s own
movements cause retractor spring 214A to activate and so
cause belt tether 207 to unidirectionally rewind on to spool
208 and also prevent the subject from further separating
opposing cuffs 201, 202.

Or again, as an arresting officer or other detainer attempts
to control a subject, or uses other measures to cause a
subject’s arms to come together, each slight movement of
insertion member 209 toward left arm 203 will result in an
action by retractor spring 214A to rewind belt tether 207,
and each attempt by the subject to force his arms and hands
apart will be met with the overpowering resistance of ratchet
pawl teeth 215 A, 215B falling incrementally into successive
ratchet teeth 212A, 213 A in ratchet gears 212, 213 prevent-
ing spool 208 and so belt tether 207 from further unwinding.
As the officer continues in small or large increments to bring
the subject’s opposing arms toward a central position behind
the subject’s back, insertion member 209 will eventually be
ratcheted back either flush and rigid with docking channel
210, or insertion member 209 will be stopped at a reasonable
distance for a larger-sized subject where belt 207’s distance
will then be held in place by the ratchet mechanism.

Once the detainer has managed to bring the subject’s two
cuffed hands together so that insertion member 209 has
either been rigidly secured within docking channel 210, or
stopped at a comfortable distance for the subject’s size, and
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handcuffs 201, 202 have been double-locked as previously
explained using the pin end of a standard sized handcuff key
inserted into push pin holes 201F, 202F, double-lock button
220A may then be inwardly depressed to actuate double-
lock rod 220B to lock lower gear bar 215D in place to
prevent the arrested subject from possibly depressing release
button 219E and further extending belt tether 207.

Once the subject has been transported to the processing
room, if he is yet unruly, the officer may choose to only
remove right restraint 202 and place the removed restraint in
connection with a fixed post retainer or a pre-positioned wall
anchor such as a typical processing room eyehook device.
The officer can then selectively control the distance which he
will permit for radial movement of the subject about the
retaining pivot point of connection depending on the tether
length provided in the controllably extendible restraint inter-
connection. Alternately, the officer may release one handcuff
and place belt tether 207 around an object such as a pole or
pipe, and then reattach the second cuff to keep the subject in
one location. To better secure the subject, the tether could be
cross-wrapped around the pole or pipe and then ratchet-
locked at a close distance to the object.

Alternate Circumstances of Use Guidelines

As noted above, when belt tether 207 is extended, it could
allow for an easier takedown of a difficult subject. Part of
that easier takedown is owing to the extended reach pro-
vided by belt tether 207, but equally important is the fact that
the extended right cuff 202 can be manipulated into any
orientation required to capture the subject’s right wrist.
Since belt tether 207 is flexible and supple, and can be bent,
twisted, or folded without breaking, cracking, etc., it is
possible to re-orientate right cuff 202 for a cuffing procedure
far more easily than is possible to orientate conventional
chain-linked or rigidified cuff embodiments. The control-
lable extension of belt tether 207 between restraints 201, 202
also allows an officer a “working zone” wherein he may
better apply right cuff 202 to an as yet uncuffed wrist.

Occasionally, a subject will attempt to “spin out” from the
restraint situation after one cuff is applied. If this occurs, an
officer will typically have one of several options to resolve
the situation: a. the officer can work his way down the belt
tether from the officer-held right side cuff 202 toward
tethered cuff 201 and then use right cuff 202 to torque
against the subject’s wrist area to cause momentary pain
compliance and thus control the subject as he would nor-
mally do when the device is rigidified; or, b. the officer can
let go of right cuff 202 and allow the CERI device to retract
back toward left cuff 201 so that the subject has the CERI
device in his possession, but attached to his left wrist, and
then escalate the use of force to regain control over the
subject; or, c. the officer can quickly double-lock the CERI
device using double-lock button 220A and grasp right cuff
202 in an attempt to pull the subject back toward the officer;
or, d. the officer can attempt to rotate belt tether 207 around
the officer’s body to impel the subject off balance while
extending a leg to trip the subject and possibly relocate him
to the ground; or, e. the officer can fasten unsecured cuff 202
to a fixed object and then act to regain control over the
subject. In an alternate negative scenario, when an unruly
subject pulls completely away from the officer after one cuff
is applied and the subject has the CERI device still attached
and free-wheeling, unless the subject hold restraints 201,
202 apart, the retractor assembly will retract belt tether 207
and be ratchet-locked at his left-cuffed wrist. At this point
the officer would be required to proceed to the next level of
force to regain control over the device.
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